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PSI Power Inc. and its successors, distributors, jobbers, and dealers (hereafter 
“SELLER”) shall in no way be responsible for the product's proper use and 
service. It is the installer's responsibility to check for proper installation and if 
in doubt, contact the manufacturer. The SELLER assumes no liability 
regarding the improper installation or misapplication of its products. BUYER 
ACKNOWLEDGES IT HAS HAD THE OPPORTUNITY TO FULLY INSPECT THE 
PRODUCT.  ACCORDINGLY, BUYER ACKNOWLEDGES THAT THE PRODUCT IS 
BEING SOLD IN “AS IS/WHERE IS” CONDITION AND WITH ALL FAULTS.  EXCEPT 
AS OTHERWISE PROVIDED HEREIN, THERE ARE NO EXPRESS WARRANTIES 
WITH RESPECT TO THE GOODS, AND ALL IMPLIED WARRANTIES, INCLUDING 
BUT NOT LIMITED TO, IMPLIED WARRANTIES OF FITNESS FOR A PARTICULAR 
PURPOSE AND MERCHANTABILITY ARE LIKEWISE HEREBY EXPRESSLY AND 
FULLY DISCLAIMED.  SELLER SHALL NOT BE HELD LIABLE FOR SPECIAL, 
INDIRECT, INCIDENTAL OR CONSEQUENTIAL DAMAGES OF ANY NATURE 
WITH RESPECT TO THE PRODUCTS (INCLUDING, WITHOUT LIMITATION, LOST 
PROFITS, LOST SALES, LOSS OF PRODUCTION, PROPERTY DAMAGE, 
PERSONAL INJURY OR LOSS OR DAMAGE RESULTING FROM INTERRUPTION 
OR FAILURE IN OPERATION OF THE PRODUCTS) AND  BUYER HEREBY 
EXPRESSLY WAIVES AND DISCLAIMS ALL SUCH LIABILITY CLAIMS. THE BUYER 
ACKNOWLEDGES AND AGREES THAT THE DISCLAIMER OF LIABILITY 
CONTAINED HEREIN IS A MATERIAL TERM OF THE SALE OF THE PRODUCT 
AND, TO THE FULLEST EXTENT PERMITTED BY LAW, BUYER SHALL DEFEND, 
INDEMNIFY AND HOLD SELLER HARMLESS FROM ANY AND ALL CLAIMS, 
DEMANDS,  CAUSES OF ACTION, CONTROVERSIES, LIABILITIES, FINES, 
LOSSES, COSTS AND EXPENSES (INCLUDING, BUT NOT LIMITED TO 
ATTORNEYS’ FEES, EXPERT WITNESS EXPENSES AND LITIGATION EXPENSES) 
ARISING FROM OR RELATED TO SELLER’S PRODUCTS. 

DISCLAIMER OF WARRANTY AND LIMITATION OF LIABILITY. 

THIS IS A HIGH PERFORMANCE PRODUCT. USE AT YOUR 
OWN RISK. 

Do not use this product until you have carefully read the following 
agreement.  
This sets forth the terms and conditions for the use of this product. The 
installation of this product indicates that the BUYER has read and 
understands this agreement and accepts its terms and conditions 

Installation Instructions

1. Locate the throttle pedal
sensor under the driver side dash.

2. Unplug the stock connector from
the throttle pedal sensor and install
the male connector from the
Throttle Master into the stock
sensor. Install the female connector
from the Throttle Master into the
stock vehicle harness. Connectors
should make an audible click when
fully seated.

The Throttle Master is controlled by a 
bluetooth app. It is available on 
iPhone5 & newer, Android 7.0 & 
newer, and Samsung S7 & newer. To 
download the application go to your 
Apple Store for Apple devices, or the 
Google play store for Android 
devices. Search “Throttle Master”. 
You will see this icon. 

Download and open the app. 

For issues with this installation or 
your Throttle Master app, contact us 

at 812-618-9166 or 
techsupport@agdieselsolutions.com


